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GROUNDING A HANDHOLE
COVER & FRAME

/— Handhole frame and cover

-

J | Heavy-duty compression

terminal (typical)

13 x 31 (1/2 x 1 1/4) stainless steel bolt with

split lock washer and nylon insert lockout
welded to frame and to cover (typicall.
Anti-corrosion compound shall be applied
to each assembly.

GROUNDING AN EXISTING
HANDHOLE COVER & FRAME
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HEAVY-DUTY
COMPRESSION TERMINAL

Cast corner
frame web

Heavy-duty
compression
terminal

DETAIL

NN

'f_ Handhole frame

|

Stainless steel bolt, nut,
and two washers. Anfti-
corrosion compound shall
be applied to the assembly.
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Access cover

Ground lug
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P Grounding electrode conductor

Equipment grounding
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19 x 3.0 m (374 x 10') copper

A

v clad ground rod

GROUNDING A MAST ARM POLE/POST

19 (3/4) Clamp Size

HEAVY-DUTY
GROUND ROD CLAMP

'/— Handhole cover handle

Heavy-duty compression
terminal with stainless
steel nut. Anti-corrosion
compound shall be applied
to the assembly.

DETAIL "B

All dimensions are in millimeters (inches)
unless otherwise shown.

DATE REVISIONS

4-1-06 |New standard.
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